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GRIDRUNNERÊSystems 

Wire Basket Sections
Pedestal Support Bracket

Level Change SectionUniversal Intersection

Bend Radius 

Control 

MCBN

Complete Modular Wire Basket System
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Route and manage copper, fiber and power cabling 

Quick easy assembly for reduced installation costs 

No-sharp edges that can damage cables and personnel

Flexibility and scalability offered by multiple tray sizes and 
universal fittings 

Robust system components will maintain structural integrity over 
the life of the deployment ensuring long-term system 
performance

Provides integral bonding to the mesh common bond network 
(MCBN) improving user safety and equipment protection

GRIDRUNNERÊSystems 
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Wire Basket Sections

All rounded edges 
protect cables 
improving network 
reliability

Robust construction 
and pre-galvanized 
finish

Modular design 

GRIDRUNNERÊModularity
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GRIDRUNNERÊSize Capabilities

Four Sizes Offer High Capacity

600mm Wide X 150mm Deep

Holds up to 836 Cat 6A Cables*

600mm Wide x 100mm Deep

Holds up to 557 Cat 6A Cables*

300mm Wide x 150mm Deep

Holds up to 462 Cat 6A Cables*

300mm Wide x 100 Deep

Holds up to 308 Cat 6A Cables*

* 8mm Diameter
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Wire Basket Lengths & 
Configurations

Offered in 600mm and 
1200mm long lengths

300mm Wide sections offered 
in centered and offset 
versions

24ò

48ò

GRIDRUNNERÊSize Capabilities
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GRIDRUNNERÊ Ease of installation

Drop in 
assembly 
simplifies 
installation 
and reduces 
errors


